HANG STRAIGHT PLUMBIZER
WITH PHOTOCELL RECEPTACLE

QUICK COWMECT TD BALLAST
VITH B OF 12GA, 19 STRAND
GO0V, 105C WIRE DH THE
SECTHDARY SIDE OF THE

QUICK COMMECT, PROVIDED
/ L INSTALLED BY HADCO

TOOLESS ENTRY INTO

BALLAST COMPARTMENT
- FULLY GASKETED
STAINLESS STEEL
FASTENERS

~=————— CAST ALUMINUM
SEGMENTED BODY
FULLY GASKETED

FACTORY PREWIRED
29.41 AND TESTED BALLAST,
250 WATT HPS
CVERIFY VOLTAGE)

FLEX BAND BANNER ARMS y i
(OPTIONAL - CAN BE ADDED
AT A LATER TIMD)

DIE-CAST ALUMINUM
TWIST-OFF

\ BALLAST COVER,
TOOLESS ENTRY
HINGED DOWN
LENSE HOLDER FOR
TOOLESS ENTRY TD

16.21 LAMP COMPARTNEBT
FULLY GASKETED
GLOBE«
VB82SHID-CLEAR ACRYLIC
GFI RECPTACLE DUTLET
BOX, RECEPTACLE AND
COVER BY OTHERS
POLE: 28
SHAFTI TAPERED FLUTED STEEL
MINIMUM 12 EPA € 80 MPH, 1.3 GF
BASE BY MOUNTAIN STATES
PART# XCEL-MAD-22°W x 3B.25°H-RT-COLOR
HIGH DENSITY ELASTOMER DECORATIVE
BASE, DENSITY OF 71LBS PER CUBIC
FOOT, PAINTED (SPECIFY COLOR> WITH A
MODIFIED URETHANE BEDLINER COATING
(STAYS FLEXIBLE OVER TIME W/MAX ADHESION)
BASE TD BE AN AVERAGE DF 1" THICK
14’
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